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MODEL 

G12 (750Li) G12 750Li xDrive) G12 (740Li)

SITUATION
NanoMQS wires and contacts are used for the first time in the G12. NanoMQS wires are very small, ranging
in size from 0.13mm to 0.50mm. 

Distribution of the following tools will be through the Automatic Tool Shipment Program. Additional tools may
be purchased through your Regional Distribution Center (RDC). All prices in this bulletin are introductory
prices and are only valid during the Automatic Tool Shipment.

NanoMQS Wire Stripping Tool
Order P/N 83 30 2 407 379
Price= $149.82

The G12 is the first vehicle to use a new connector - NanoMQS. 
New stripping and crimping tools are required.
The stripping tool works with wires with 0.13mm-0.17mm and
0.22mm-0.50mm width cables.

1. Stripping Tool
2. Thumb screw for setting the stripping length. 
3. Sliding locking collar with window for reading stripping length. Slide

the lock up and the wire stripping jaws engage the wire. Sliding it
down dis-engages it. 

4. Wire

Insert the wire into the correct size hole in the top of the stripping
tool (1).

Slide the locking collar up (1)
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Hold wire firmly (1). 
It may be necessary to hold the wire closer to the stripping tool
than the picture shows (done for clarity).
Rotate complete stripping tool in direction of wire twist (2). 

Slide the locking collar down (1)
Carefully remove the completed stripped wire.
Never attempt to crimp a NanoMQS contact using a generic
crimping tool.
Only crimp contacts with the NanoMQS crimping tool PN 83 30 2
407 378. 

NanoMQS Crimping Head
Order P/N 83 30 2 407 378
Price= $131.09

The new crimping head (2) is used to crimp the NanoMQS
contacts. 
The crimping head is used in conjunction with the handle (1) in the
Fiber optic crimp set P/N 83 30 0 494 158 (B04 31 01).
The crimping head is stored in the case included with the Fiber
optic crimp set.

Flip down the contact holding tray.
Contact/wire size is printed on the face of the tool head. 
Insert a NanoMQS contact into the appropriate side of the holding
tray (1).
Contact folding tabs must be up and pointed away from the tool. 

Flip the holding tray (1) up to close it.
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Insert the appropriate size wire into the contact.
Squeeze the crimping tool handle until it clicks and releases. 

Remove the wire with properly crimped contact.

SPECIAL TOOL WARRANTY
Terms of the Parts department Special Tool Warranty can be viewed and printed by following the path
below:

Go to TIS.
Select “Tools and Equipment.”
Select “Special Tool Parts Warranty.”
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